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Portland Bentonite Slurry

20/40

PVC / 0.010"

09-14-16 / 09-23-16 / 09-14-16

2" PVC

11 Feet BLS

90 Feet BLS

09-13-16 / 09-22-16 / 09-13-16
1009.A34

SONIC SDC450-14

14.61' (55-65') / 13.91' (80-90')

10.69' (55-65') / 10.48' (80-90')

4" X 10' cores

Donald J. Watts

Survey Coordinates: 30.25625728, -91.93722982 (55-65'), 30.25621382, -91.93725301 (80-90')

Breaux Bridge, LA

Harold J. Guidry, et al v. BP America
Production Company, et al

DB6 / MW6 (55-65') / MW6 (80-90')

0
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0.2
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0.1
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0.1

0.2

0.4

CL

ML

CL

ML

CL

Clay, moderate silt content, grey and tan, low moisture, low to moderate density, shells (0-0.25"), Fe
staining

Clay, moderate silt content, tan, low to moderate moisture, low density

Silt, moderate clay content, tan, saturated, low density

Clay, moderate silt content, tan and grey, low moisture, low density

Silt, moderate clay content, grey, low to moderate moisture, low density

Clay, moderate silt content, grey, low moisture, low density, Fe staining

Clay, grey, low moisture, low to moderate density

1.68

1.81

1.32

0.96

0.78

0.71

0.88

0.85

1.08

1.15

0.88

2.46
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Portland Bentonite Slurry

20/40

PVC / 0.010"

09-14-16 / 09-23-16 / 09-14-16

2" PVC

11 Feet BLS

90 Feet BLS

09-13-16 / 09-22-16 / 09-13-16
1009.A34

SONIC SDC450-14

14.61' (55-65') / 13.91' (80-90')

10.69' (55-65') / 10.48' (80-90')

4" X 10' cores

Donald J. Watts

Survey Coordinates: 30.25625728, -91.93722982 (55-65'), 30.25621382, -91.93725301 (80-90')

Breaux Bridge, LA

Harold J. Guidry, et al v. BP America
Production Company, et al

DB6 / MW6 (55-65') / MW6 (80-90')
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CL

SM

24-26'
Geotech

Clay, grey, low moisture, low to moderate density

Sand, very fine grained, moderate silt content, grey, low to moderate moisture, low density

Sand, moderate silt content, grey, saturated, low density, clay lens (35.9-36.0')

Sand, moderate silt content, brownish grey, saturated, low density, clay lenss (37.8-37.9')

Sand, fine grained, moderate silt content, brownish grey, saturated, low density, gravel (up to 3/8" in
diameter) and clay nodules, clay lenses (42.6-42.7', 42.9-43.25')

1020 3.75

4.25

0.80

1.96

2.40

1.32

0.91

--

1.60

2.68

0.48

0.54

0.43
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56 56

58 58

60 60

62 62

64 64

66 66

68 68

70 70

72 72

74 74

Portland Bentonite Slurry

20/40

PVC / 0.010"

09-14-16 / 09-23-16 / 09-14-16

2" PVC

11 Feet BLS

90 Feet BLS

09-13-16 / 09-22-16 / 09-13-16
1009.A34

SONIC SDC450-14

14.61' (55-65') / 13.91' (80-90')

10.69' (55-65') / 10.48' (80-90')

4" X 10' cores

Donald J. Watts

Survey Coordinates: 30.25625728, -91.93722982 (55-65'), 30.25621382, -91.93725301 (80-90')

Breaux Bridge, LA

Harold J. Guidry, et al v. BP America
Production Company, et al

DB6 / MW6 (55-65') / MW6 (80-90')

0

0
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0.1
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0.1

0.1

0

SM

50-52'

54-56'

62-64'

68-70'

72-74'

Sand, fine grained, moderate silt content, brownish grey, saturated, low density, clay lenses (52.8-
52.9', 53.0-53.2')

Sand, moderate silt content, fine grained, brownish grey, saturated, low density, gravel (up to 1.0" in
diameter)

Sand, fine to medium grained, moderate silt content, brownish grey, saturated, low density, gravel
(up to 1.0" in diameter), clay lenses (74.9-75.25', 77.1-77.2')

1255

1255

1315

1315

1335

0.68

0.81

0.33

--

--
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0.14

0.15
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82 82

84 84

86 86

88 88

90 90

92 92

94 94

96 96
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100 100

Portland Bentonite Slurry

20/40

PVC / 0.010"

09-14-16 / 09-23-16 / 09-14-16

2" PVC

11 Feet BLS

90 Feet BLS

09-13-16 / 09-22-16 / 09-13-16
1009.A34

SONIC SDC450-14

14.61' (55-65') / 13.91' (80-90')

10.69' (55-65') / 10.48' (80-90')

4" X 10' cores

Donald J. Watts

Survey Coordinates: 30.25625728, -91.93722982 (55-65'), 30.25621382, -91.93725301 (80-90')

Breaux Bridge, LA

Harold J. Guidry, et al v. BP America
Production Company, et al

DB6 / MW6 (55-65') / MW6 (80-90')

0.1

0

0.4

0.4

-

0.4

0.2

SM

76-78'

82-84'

88-90'

Sand, fine to medium grained, moderate silt content, brownish grey, saturated, low density, gravel
(up to 1.0" in diameter), clay lenses (74.9-75.25', 77.1-77.2')

Sand, medium grained, moderate silt content, brownish grey, saturated, low density, gravel (up to
1.5" in diameter)

1335

1405

1405

1.03

0.34

0.35

0.14

0.09

0.11

0.08

0.10


