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HYDRO-ENVIRONMENTAL TECHNOLOGY, INC.
Environmental Consultants
91 Apollo Road
Scott, Louisiana  70583
(337) 261-1963  Fax (337) 261-1953

0 0

2 2

4 4

6 6

8 8

10 10

12 12

14 14

16 16

18 18

20 20

22 22

24 24

Portland Bentonite Slurry

20 / 40

PVC / 0.010"

09-21-16

PVC / 2"

10 Feet BLS

90 Feet BLS

09-20-16
1009.A34

SONIC SDC450-14

24.10'

20.43'

4" X 10' cores

Donald J. Watts

Survey Coordinates: 30.25508161, -91.94168292; lithology inferred from DB-2 for 0-50' BLS

Breaux Bridge, LA

Harold J. Guidry, et al v. BP America
Production Company, et al

MW4 (80-90')

0

0

0

0

--

0

0

0

0

--

0

0

0

CL

CL

CL

ML

CL

CL

Clay, moderate silt content, brown and grey, low moisture, low density, iron, manganese

Clay, high silt content, grey, low moisture, low density

No Recovery

Clay, high silt content, grey, low moisture, low density

Silt, high clay content, grey, moderate moisture, low density

Clay, moderate silt content decreasing with depth, tan and grey, low moisture, low to moderate
density, iron

Clay, minor silt content, red brown, low moisture, moderate density

1.07

0.45

0.80

0.71

--

0.72

0.67

0.72

0.70

--

1.13

0.96
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26 26

28 28

30 30

32 32

34 34

36 36

38 38

40 40

42 42

44 44

46 46

48 48

50 50

Portland Bentonite Slurry

20 / 40

PVC / 0.010"

09-21-16

PVC / 2"

10 Feet BLS

90 Feet BLS

09-20-16
1009.A34

SONIC SDC450-14

24.10'

20.43'

4" X 10' cores

Donald J. Watts

Survey Coordinates: 30.25508161, -91.94168292; lithology inferred from DB-2 for 0-50' BLS

Breaux Bridge, LA

Harold J. Guidry, et al v. BP America
Production Company, et al

MW4 (80-90')

0

0

0

0

0

0

--

0

0

0

0

0

CL

SM

SM

ML

SM

SM

SM

Clay, minor silt content, red brown, low moisture, moderate density

Sand, very fine grained to fine grained, moderate silt content, brown and grey, low moisture, low
density

Sand, very fine grained, moderate silt content, brown, saturated, low density

Silt, moderate very fine grained sand content, greenish grey, saturated, low density, clay lens (32.3-
33.0')

Sand, very fine grained, moderate silt content, greenish grey, saturated, low density

Sand, very fine grained, moderate silt content, brownish grey, saturated, low density

No Recovery

Sand, fine grained, moderate silt content, brownish grey, saturated, low density, clay nodules (43.6-
44.2')

1.52

1.85

1.66

1.64

1.86

1.45

1.19

--

1.04

1.21

1.33

1.13

--
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50 50

52 52

54 54

56 56

58 58

60 60

62 62

64 64

66 66

68 68

70 70

72 72

74 74

Portland Bentonite Slurry

20 / 40

PVC / 0.010"

09-21-16

PVC / 2"

10 Feet BLS

90 Feet BLS

09-20-16
1009.A34

SONIC SDC450-14

24.10'

20.43'

4" X 10' cores

Donald J. Watts

Survey Coordinates: 30.25508161, -91.94168292; lithology inferred from DB-2 for 0-50' BLS

Breaux Bridge, LA

Harold J. Guidry, et al v. BP America
Production Company, et al

MW4 (80-90')

0

0

0

0

0

0

0

0

--

--

0

0

0

SM

SM

50-52'

56-58'

62-64'

70-72'

Sand, very fine grained, moderate silt content, grey, saturated, low density

Sand, fine grained, moderate silt content, grey, saturated, low density, gravel (up to 1/2" diameter)

1250

1250

1315

1345

0.53

0.34

0.31

0.25

--

0.15

0.36

0.50

--

--

0.45

0.37
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76 76

78 78

80 80

82 82

84 84

86 86

88 88

90 90

92 92

94 94

96 96

98 98

100 100

Portland Bentonite Slurry

20 / 40

PVC / 0.010"

09-21-16

PVC / 2"

10 Feet BLS

90 Feet BLS

09-20-16
1009.A34

SONIC SDC450-14

24.10'

20.43'

4" X 10' cores

Donald J. Watts

Survey Coordinates: 30.25508161, -91.94168292; lithology inferred from DB-2 for 0-50' BLS

Breaux Bridge, LA

Harold J. Guidry, et al v. BP America
Production Company, et al

MW4 (80-90')

0

0

0

0

0

0

0

SM

SM

SM

SM

76-78'

82-84'

88-90'

Sand, fine grained, moderate silt content, grey, saturated, low density, gravel (up to 1/2" diameter)

Sand, fine grained, moderate silt content, dark grey, saturated, low density, organics (wood)

Sand, fine grained, moderate silt content, brownish grey, saturated, low density

Sand, fine grained, moderate silt content, brownish grey, saturated, low density, gravel (up to 1/2"
diameter)

1345

1405

1405

0.46

0.42

0.60

0.27

0.50

0.46

0.63

0.61


