HYDRO-ENVIRONMENTAL TECHNOLOGY, INC.

Environmental Consultants

91 Apollo Road

Scott, Louisiana 70583

(337) 261-1963 Fax (337) 261-1953

Harold J. Guidry, et al., v. BP America

Production Company, et al.
PROJECT NAME

PROJECT NUMBER___1009.A34

LOCATION Anse La Butte, LA

DRILLING METHOD___ Geoprobe 7822DT

SAMPLING METHOD__4' X 2.25" Dual Tube

GROUND ELEVATIONNA

TOP OF CASING N/A

BORING No SB-01
DATE STARTED 04-21-16
DATE COMPLETED 04-21-16
CASING TYPE/DIAMETER—N/A
SCREEN TYPE/SLOT N/A
SAND PACK/TYPE N/A

GROUT TYPE/QUANTITY___Bentonite Slurry

DRILLED DEPTH TO WATER_Not Observed

LOGGED BY. Darryrl Carroll TOTAL DEPTH 12 Feet BLS
REMARKS Field Coordinates: 30.25480, -91.94213
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Clay, moderate sand content, grey and dark grey, low moisture, low density
1415 | 0-2 T i i - ) 0.37
) ) Clay, minor sand content, brownish red, low moisture, low density
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Clay, minor silt content, grey, mottled brown and red, low moisture, moderate density
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Clay, minor silt content, grey, mottled brown and red, low moisture, moderate density, black staining
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