### GENERAL NOTES

1. Plans and specifications are complementary; what is required by one is binding as if required by all. Clarifications and interpretations of, or notifications of minor variations and deviations in the contract documents, will be issued by the engineer, if necessary.

2. Exact location of all sand fence shall be determined on site by the engineer during pre-construction layout.

3. All distance measurements shown on the plans are approximate.

4. No equipment may alter the existing conditions of the newly created dune platform or disturb existing vegetation.

5. Contractor shall notify Louisiana one call (1-800-272-3320) at least five (5) calendar days prior to mobilization. All pipelines and underground utilities in the work area shall be marked by the contractor, and contractor shall maintain markings during construction.

6. The new fence alignment will be field fit using a nominal ten (10) foot offset seaward from the existing fence.

7. Contractor shall be required to measure each segment of the fence after installation and provide engineer with record of all constructed segments.

### SUMMARY OF ESTIMATED QUANTITIES

<table>
<thead>
<tr>
<th>ITEM NO.</th>
<th>DESCRIPTION</th>
<th>UNIT</th>
<th>ESTIMATED QUANTITY</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Removal and Disposal of Damaged Sand Fence</td>
<td>Lump Sum</td>
<td>1</td>
</tr>
<tr>
<td>2</td>
<td>Installation of Sand Fence</td>
<td>Linear Feet</td>
<td>27,257</td>
</tr>
</tbody>
</table>

Quantities shown are for bid purposes only and were calculated according to conditions surveyed in April 2014. The owner reserves the right to adjust quantities higher or lower without adjustment of the unit price.
NOTE:
ACCESS TO PROJECT SITE IS FROM LA HWY 82 AS SHOWN. NO ACCESS ALLOWED THROUGH PRIVATE PROPERTY.
GAPPING DETAIL
NOT TO SCALE

NOTE:
OFFSET VARIES AT TWO LOCATIONS AS SHOWN ON SHEET 3. AT THE PRIVATE ROAD LOCATION, OFFSET IS TEN (10) FEET. AT THE EXISTING PARKING AREA LOCATION, OFFSET IS SIXTEEN (16) FEET FOR CAMERON PARISH POLICE JURY VEHICLE ACCESS.

POST CONNECTION
NOT TO SCALE

NOTE: 2" GALV. STAPLES MAY BE USED TO ATTACH SAND FENCE TO 4" X 4" POSTS IN LIEU OF THE WIRE.

NOTES:
1. WOOD SLATS SHALL BE INSTALLED IN FRONT OF WOOD POST FACING TOWARDS THE GULF.
2. EXACT LOCATION OF ALL SAND FENCE SHALL BE DETERMINED ON SITE BY THE ENGINEER DURING PRE-CONSTRUCTION LAYOUT.
3. ACCESS SHALL BE PROVIDED EVERY 500 FOOT OF SAND FENCING AT A MINIMUM. SAND FENCE SHALL BE STAGGERED AS SHOWN AT EVERY ACCESS PROVIDE.
4. NO EQUIPMENT MAY ALTER THE EXISTING CONDITIONS OF THE NEWLY CREATED DUNE PLATFORM OR DISTURB EXISTING VEGETATION.